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This instruction manual applies to the full Model 2 series

Specification

Case Type

Material

Product Dimension
(height*width*length)
Drive Bay

Motherboard
compatibility

Max. power supply
length
(full modular cables)

Max.graphics length

Thermal Solution

HUB specifications

CPU Heatsink

Mini tower case
Steel T1.0mm-+1.5mm, Tempered glass T2.0mm,Plastics

440mm*330mm*280mm(440mm*275mm*245mm
excluding the side panel) 17.3" *11.8" *11.0"
[17.3" *10.8" *9.6"

Max.: 3.5" [2.5" *1+2.5" *1slot

M-ATX, ITX

Vertical installation length<180mm, and horizontal
installation length<160mm

350mm

Top: 120 / 140mm fan x 1

Front side: 120mm fan x 3 f 140mm fan x 2,

360mm water-cooling radiator (with a length <399mm)
Side: 120mm fan x 3 / 140mm fan x 2,

360mm water-cooling radiator (with a length<399mm)

USB - A (10Gbps ) x 3 + Type - C (10Gbps ) x 1, MIC / SPK

Height < 172mm

Remove the side panel

Remove the 8 screws and the 4 side panels
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Parts Kit Includes
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Motherboard Stud
Purpose: for installing
M-ATX motherboard
Qty.:3

Round Head Screw

Purpose: 2.5"HDD
Qty.: 9

Motherboard

Bracket Stud
Purpose: forinstalling
motherboard

Qty.: 4

Noah (HUB)
Purpose: data transmission

/recharge/audio interface
Qty.: 1

90-degree PSU
Conversion Cable
Purpose: power plug
conversion

Qty.: 1

Bracket for PSU 1

Purpose: for installing
power supply
Qty.: 1
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Remove the main frame

Nylon Cable Tie
Purpose: for fixing
PSU

Qty.: 1

Motherboard
Positioning Stud

Purpose: for installing
M-ATX motherboard
Qty.: 1

Copper Stud Cover

Purpose: for removing
motherboard stud
Qty.: 1

Hand Screw

Purpose: forinstalling
motherboard
Qty.: 4

Bracket for
Graphics Card

Purpose: forinstalling
graphics card
Qty.:2

The Support
Rack for Installation
the PSU Vertically

Purpose: for supporting
vertically installed PSU
Qty.: 1

Remove the 4 screws and the main frame

A

Flat Head Screw
Purpose: 3.5"HDD/power
supply/motherboard/
graphics card

Qty.: 25

Bracket for PSU 2

Purpose: for installing
PSU
Qty.: 1

Magic Carpet

(Table Mat)
Purpose: mat for the
case

Qty.: 1

Nylon Cable Tie
Purpose: cable

management
Qty.: 8

The Support Rack for
Installation the
PSU Horizontally

Purpose: for supporting
horizontally installed PSU
Qty.: 1

Wiping Cloth

Purpose: for cleaning
the case
Qty.: 1
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Install ATX PSU (use the standard 90-degree power cord,
corresponding to the hardware configuration method A/B/C)

Install ATX PSU (use the standard 90-degree power cord,

Install ITX motherboard corresponding to the hardware configuration method D)

Compatibility of assembled hardware

ITXARCHITECTURE , PH2 . x4 @ x4 gn—l- Bracket for PSU 1 , PH2 'xz h Bracket for PSU 2 , PH2 'x2
Hardware configuration A B ¢ b /
methods
Step 1: Install the motherboard stud Step 1:install PSU support rack and fasten the 2 screws Step 1:install PSU support rack and fasten the 2 screws
Assemble the 4 sets of motherboard adjusting studs/thumb screws and align
Schematic diagram them with the motherboard the sign of “/” of the motherboard as per the figure (the
(see the next page for the motherboard location can be adjusted by loosening or fastening the screws)

high-definition picture)

Step2:adjust the motherboard rack location

Loosening the 4 screws as per the figure, and adjust the motherboard rack
location according to the graphics card length and PSU type (if the graphics card is
longer than 350mm, the screws at the lower left corner need to be removed before the

Fanside

Motherboard model ITX ITX ITX ITX motherboard rack is moved up).
Motherboard if
Motherboard | _corresponding | 340 (ATX PSU) 340 (ATX PSU) 340 (ATX PSU) 230
location graphics card(mm) 320 (SFX-L PSU) 320 (SFX-L PSU) 320 (SFX-L PSU) o
Motherboard adjusting stud
Graphics card length
Pfsﬂ dul Type and max. Max. ATX PSU Max. ATX PSU Max. ATX PSU Max. ATX PSU
Lauhl:s';' ular | length (mm) lengthis 160mm | length is 140mm lengthis 130mm | length is 180mm
Thickness (mm) 48 68 76 76
Graphics card Length (mm) 350 350 350 350
Height (mm) 146~192 146~192 146~192 146~192 4
FroT_twater- Thickness (mm) 30 30 30 The front supports / Stepl
radiater 120mm Thumbscrew
(opposite to Length (mm) 399 399 399 fan*3/140mm fan*2
the without water
motherboard) | width (mm) 143 143 143 cooling
Side water- Thickness (mm) 8 30 30 30
cooling Screws at the
radiator Length (mm) 399 399 399 399 lower left corner
(on the side
ofthe
143 143 143
motherboard) - yiieh (mim) (SFX-LPSU) (SFX-LPSU) (SPCLPSU) 3
124 120 g
(ATXPSU) (ATXPSU) (ATXPSU)
+
Water block Height (mm) 142 41.5~53 41.5~53 53
N N 172 172 172 172
Air-cooling . (without water-cooling | - (without water-cooling (without water-cooling | (without water-cooling
radiator Height (mm) radiator on the front radiator on the radiator on the front radiator on the
side) side/front side) side) side/front side)
Top fan ificati
(limited) Specifications 120/140 120/140 120/140 120/140
I PH2 'xz @ Nylon cable tie , PH2 'XZ
Hardware configuration E F G H . . -
methods I PHo ' . Step 2: install ATX PSU and fasten the 2 screws Step 2: install ATX PSU and fasten the nylon cable tie
? X
Step 3: install ITX motherboard and fasten the 4 screws
Schematic diagram
Motherboard model M-ATX M-ATX M-ATX M-ATX
[dcthes;board colrrespol?d}r;
owe:
location gsl'g?)ﬁi;:atrﬂ"g(m;) 350 330 330 330
PSU
Type and max. N
(fullmodular Max. ATX PSU length is | a a
cables) length (mm) Teomm 8 SFX-L PSU SFX-L PSU SFX-L PSU
Thickness (mm) 89 89 89 89
Graphicscard | | ength (mm) 350 350 314 286
Height (mm) 146~192 146~192 146~192 146~192
Frontwater- | Thickness (mm) 30 30 30 30
cooling
radiator
(opposite to Length (mm) 396 399 399 399
the
motherboard) Width (mm) 143 143 143 143
Side water- Thickness (mm) 30 30 30
cooling Without
radiator Length (mm) water-cooling/- 335 335 399
(on the side fan on the side
ofthe N
motherboard) ~ Width (mm) 143 143 143
Water block Height (mm) 142 53 53 53
(without ater-coli (without ater-cooling | (withoutwater-cooli (without ter-cool
Air-cooli i (without water-cooliny (without water-cooliny (without water-coolin without water-cooling
ralaicaotz:"g Height (mm) radiator on the frontg radiator on the € radiator on the € radiator on the
side) side/front side) side/front side) side/front side)
T(‘.’i’,’“';;‘d, Specifications 120/140 120/140 120/140 120/140




Install ATX PSU (use the standard 90-degree power cord,
corresponding to hardware configuration method E)

PH2 x2

Stepl:install ATX PSU and fasten the 2 screws to the
location as shown in the figure

Install the SFX power support bracket (using the standard
90 degree power cord, corresponding to hardware
configuration scheme A/B/C)

Install SFX PSU (use the standard 90-degree power cord,
corresponding to the hardware configuration method A/B/C)

BracketforPSU1  PH2 x2

Stepl:install PSU support rack and fasten the 2 screws

Install the horizontal power support bracket (using the
standard 90 degree power cord, corresponding to
hardware configuration scheme E)

Horizontal PSU
installation
support bracket

PH2 x2

Fasten the 2 screws and adjust PSU
support rack for helping fixing the PSU

Horizontal PSU
installation
support bracket

PH2 x2

Fasten the 2 screws and adjust PSU
support bracket for helping fixing the PSU

Install graphics card Max. fan and water-cooling compatibility

Bracket for PH2

Graphics Card PH2 x2
[ 1207140 fan

Step 1: install the graphics card bracket
(in the same way as step 6.5)
Step 2: install the graphics card and fasten the 4 screws as shown in the figure

Opposite side
of the Side of the
motherboard motherboard

weyiorerpes ogz
ueyiorerpe: ooe -
eyorerpe: ooc -
weyiorerpes ogz

Schematic Diagram on Inverse Installation of

the Whole Machine HUB use instructions

Step 1: Remove the top cover and bottom cover assemblies as shown
in the figure (note: do not damage the lamp lines by pulling)

Step 2: Remove the top switch buttons and seat and install them to
the bottom.

Step 3: Put the top cover assembly to the bottom cover assembly location,
and the bottom cover assembly to the top cover assembly location.

PH2

Stepl

3.5—5PK(meral ring)

Motherboard
type-Cfemale

Step3 Step3 Type-Emale

































































































